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Amazonas is a modern, multipurpose space lo-
cated next to the Guadalquivir River and has two 
distinct areas for hosting events: an outdoor area 
on the ground floor and an upper indoor area co-
vered with glass walls and surrounded by a terra-
ce, equipped with natural light as well as unique 
views.
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OUTDOOR
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INDOOR 
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5ESPACIO AMAZONAS

1 Pantalla 80 pulgadas 
2 pantallas 70 pulgadas
Mesa allen health 8canales
1 micrófonos inalámbricos de mano
3 micrófonos de mano Shure 58
4 focos escenario luz calidad 
12 cabezas móviles spot/wash
Sonido de sala para 400/500 personas

Medios Audiovisuales

AUDIOVISUAL 
EQUIPMENT
1 80-inch screen

2 70-inch screens

Sound equipment for 400/500 people

3 Shure 58 handheld microphones

4 Stage spotlights warm lighting

12 moving heads spot/wash
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Planimetry

z. tecn.

+ 0,00 m
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+0.00m
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+0.17m
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+0.00m
-0.17m

-1.19m

-1.36m

+0.17m

-0.41m

-3.85m

Recinto acústico APART Mod. MASK-6CT. Respuesta de 60 HZ a 30Khz. Altavoz
6.5" y tweeter de cúpula 1". 120 W. 16 oHMS. Linea de 100V. Color blanco.16 ud. 8
parejas. En techo

Ubicación sonido. Escala 1/50

L

Recinto acústico AUDIOCENTER Mod. PF 110 B. Sub-Grave. Altavoz de 10"
350W RMS. Contrachapado abedul. 4 ud. En techo
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Altavoz Apart MASK6C
Ángulo de dispersión 180º
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Recinto acústico APART Mod. MASK-6CT. Respuesta de 60 HZ a 30Khz. Altavoz
6.5" y tweeter de cúpula 1". 120 W. 16 oHMS. Linea de 100V. Color blanco.16 ud. 8
parejas. En techo
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Procesador DSM-48LAN 4
entradas 8 salidas. Crassover,
ecualizador, Delay, Limitador

Etapa de potencia
POWERSOFT Mod.
QUATTROCANALI 1204.
Amplificador clase D con
4 canales de 600W a 4
Ohm

Etapa de potencia
POWERSOFT Mod.
QUATTROCANALI 1204.
Amplificador clase D con 4
canales de 600W a 4 Ohm
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Amplificador
2x600W

B
(8T)

C

13

D(3T)
E(3T)

A
(8T)

TOLDO OESTE 2

LINEA 1-8. TIRA LED LONGITUDINAL TECHO
Regulada
20W/ml  2800ºK  Blanco  210LED/ml
1.50 ml x 30 ud
Perfil aluminio 20x20mm RAL negro

CUADRO DE MANDO Y REGULACIÓN
DE LUMINARIAS

Restrooms Kitchen

Terrace



12Espacio Amazonas

All rights reserved. All the contents of this project as well as others designed, created and 
developed by ISB Spain (Shabby&Chic) are protected by copyright. 

Shabby&Chic is the owner of the property rights, intellectual property and other intellectual and 
industrial property rights of the services and contents of its projects and it is strictly forbidden 
to reproduce, copy or adapt them without the express consent of the company.


